
Float Plaiting

Tek Plaka 4 İĞNE yollu DOKUMA EFEKTLİ 
Yuvarlak Örme Makinesi

Woven-Like Denim/Corduroy Function 
Circular Knitting Machine

Woven-Like Denim/Corduroy Function 
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A revolution design is born from the single jersey 
four tracks model series-Pai Lung’s latest float 
plating knitting machines. Based from the patent-
ed technology in striper jacquard successful in the 
upholstery industries, the advantages of simple 
four tracks structure with the “float plating” 
performance can reach the woven like market 
request.

Even so, every feats of PL-KSFP is very much a 
product of Pai Lung’s float plating technology. 
New resources and new investment in the latest 
computer added design and engineering facilities, 
in statistical process control and many other lead-
ing edge disciplines are ensuring that for perfect 
knitting processing in basic four cams track 
system only. Added with limit elastic yarn plating, 
the PL-KSFP can create tighter fabrics. With 
certain yarns arranged, woven-like fabrics includ-
ing knitted denim can be better than ever before. 
The cam system with the potential to be converted 
easily for other single jersey structure.

PL-KSFP has the Pai Lung’s Knitel technology in 
the sophisticated yarn feeding design in yarn carrier 
system; Quality wheel gearbox is with oil bathed 
for high quality fabric production even in sudden 

braking; High quality cam surface for improving 
sinkers and needles lifetime; Powerful interior 
anti-dust fan and blower for knitting head area 
clean; Digital option devices supply for full factory 
management & quality control.

Based on float plaiting technology, Pai Lung also 
combined the advantages from knitting with 
corduroy. Dismiss typical thick and heavy impres-
sion, but keep the cords plump, fluffs fixed and 
durable against friction. After pile cut and mercer-
izing,customized distances between cords are 
still selectable. Perfectly perform 3D effect and 
glossiness which corduroy fabrics always have.

Pai Lung’un devrim niteliği taşıyan tasarımı, son teknoloji 
ürünü dokuma efektli makineleri aslında “4 iğne yollu 
süprem örme” serisinden doğmuştur. Döşeme alanında 
kullanılan, patenti alınmış ringel jakar örme teknolojisi 
baz alınarak tasarlanan model, 4 iğne yollu örme 
yapısının avatajlarının da uygulanmasıyla vanize örme 
performansı, pazarın “dokuma benzeri” kumaş 
ihtiyaçlarına tatminkar cevaplar verebilmektedir. 

Pai Lung’un PL-KSFP modeliyle ortaya koyacağı ürünün 
her özelliği, Pai Lung’un  vanize örme teknolojisinin bir 
ürünüdür.  Öte yandan, bilgisayar destekli tasarım ve 
mühendislik ürünü ünitelere; istatstiksel proses kontrolü 
gibi işlemler için yapılacak her türlü yeni kaynak ve 
yatırımların üst seviye örme üretimini sağlayan yegane 
sistem 4 çelik-yolu sistemidir. Elastan iplik vanize örme 
için limit değerin eklenmesiyle, PL-KSFP daha sıkı örgülü 
kumaşlar üretebilir. Bazı belirli ipliklerin ayarlanmasıyla, 
örme kot kumaşı da dahil olmak üzere “dokuma gibi”  
hissi veren kumaşlar elde edilebilir. Yine aynı şekilde bu 
makina kullanılacak çelik sistemine göre; makine süprem 
örme yapısına kolaylıkla dönüştürülebilir.

Pai Lung’un PL-KSFP  modelinde kullandığı Knitel 
teknolojisiyle üretilmiş iplik besleme aksamı ile 
donatılmış mekiği sayesinde:

gibi avantajlar doğuyor.

Vanize örme teknolojisi baz alınarak, Pai Lung, fitilli kadife 
üretimi avantajını da bu modelle sunmaktadır. Kadifenin 
tipik ağır ve kalın görünümünü bir yana bırakmasına 
rağmen, çizgilerin dolgun, havların sabitlenmiş ve sürtün-
meden etkilenmeye oldukça dayanıklı olduğu görüle-
bilmektedir.  Üretilen kumaş, havların kesilip merserize 
işleminden geçtikten sonra bile çizgilerin arasındaki 
mesafenin gözle görülebilir olduğu gözlemlenebilir. 
Kadifenin sahip olduğu 3 boyutlu ve gösterişli görünüm, 
tüm ihtişamıyla bu modelle örülen kumaşta kendini 
gösterecektir. 

Yüksek kalite malzemeden üretilme, yağ banyosunda 
konuşlanmış tekerlek dişli kutusu sayesinde ani 
duruşlarda bile üretilen kumaşın kalitesinde bozulma 
olmaması; 

Platin ve iğne kullanım ömrünü uzatan yüksek kalite 
çelik malzemesi

Etkili toz üfleyici sistem ve üfleme sayesinde örme 
başlığının temiz kalma süresinin maksimum tutulması;

Tam fabrika yönetimi ve kalite kontrolü için dijital 
aksam desteği

PL-KSFP
PL-KSFC
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Single Knit 
Pai Lung K-series

Dimensions Ölçüler
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Feeder No.& Needle Chart  Sistem Sayısı & İğne Sayıları
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Above specification may be
changed without notice.

Investigating management 
software does not include
factory layout.

Yukarıdaki değerler haber 
verilmeksizin değiştirilebilir.

Yönetim inceleme yazılımı
fabrika düzenlemesini içermez. 



A revolution design is born from the single jersey 
four tracks model series-Pai Lung’s latest float 
plating knitting machines. Based from the patent-
ed technology in striper jacquard successful in the 
upholstery industries, the advantages of simple 
four tracks structure with the “float plating” 
performance can reach the woven like market 
request.

Even so, every feats of PL-KSFP is very much a 
product of Pai Lung’s float plating technology. 
New resources and new investment in the latest 
computer added design and engineering facilities, 
in statistical process control and many other lead-
ing edge disciplines are ensuring that for perfect 
knitting processing in basic four cams track 
system only. Added with limit elastic yarn plating, 
the PL-KSFP can create tighter fabrics. With 
certain yarns arranged, woven-like fabrics includ-
ing knitted denim can be better than ever before. 
The cam system with the potential to be converted 
easily for other single jersey structure.

PL-KSFP has the Pai Lung’s Knitel technology in 
the sophisticated yarn feeding design in yarn carrier 
system; Quality wheel gearbox is with oil bathed 
for high quality fabric production even in sudden 

braking; High quality cam surface for improving 
sinkers and needles lifetime; Powerful interior 
anti-dust fan and blower for knitting head area 
clean; Digital option devices supply for full factory 
management & quality control.

Based on float plaiting technology, Pai Lung also 
combined the advantages from knitting with 
corduroy. Dismiss typical thick and heavy impres-
sion, but keep the cords plump, fluffs fixed and 
durable against friction. After pile cut and mercer-
izing,customized distances between cords are 
still selectable. Perfectly perform 3D effect and 
glossiness which corduroy fabrics always have.
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Single Knit 
Pai Lung K-series
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